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DRAWING NO. NALG&W - 013

General Notes:
1. Customer Facilities Shall Comply with NALG&W's Standards, the National Electrical Code ( Current Edition of NFPA 70), and

Authorities Having Jurisdiction.
2. Underground Secondary Service Conductor To Be Provided and Installed By NALG&W.
3. **GROUNDING, REFER TO DRAWING NO. NALG&W-018 AND NALG&W-019.**
4. **REFER TO  DRAWING NO. NALG&W-015,  IDENTIFICATION OF EMERGENCY, SERVICE AND OTHER ISOLATION

DISCONNECTS.**
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TYPICAL PERMANENT UNDERGROUND TO
DOUBLE WIDE, MODULAR MOBILE, OR

TINY HOME SERVICE

Minimum Customer Wiring Size-Family Residential Single Phase

Meter Size Conduit size

Phase
Wire Size
(per NEC)

Neutral
Wire Size
(per NEC)

Ground Wire
Size

Copper Copper
100 Amp 2" #2 #2 #4
200 Amp 2-1/2" #3/0 #1/0 #4
320 Amp 3" 500 MCM 500 MCM #1/0

1. 8/20/25 REVISED GENERAL NOTE 3. WDG WDG
2. 8/20/25 ADDED GENERAL NOTE 4. WDG WDG
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