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DRAWING NO. NALG&W - 014

General Notes:
1. Customer Facilities Shall Comply with NALG&W's

Standards, the National Electrical Code ( Current
Edition of NFPA 70), and Authorities Having
Jurisdiction.

2. Underground Secondary Service Conductor To Be
Provided and Installed By NALG&W.

3. **REFER TO  DRAWING NO. NALG&W-016,
IDENTIFICATION OF EMERGENCY, SERVICE
AND OTHER ISOLATION DISCONNECTS.**

TYPICAL WIRING - SINGLE PHASE
SERVICE  GENERATOR AUTOMATIC

TRANSFER SWITCH

Minimum Customer Wiring Size-Family Residential Single Phase

Meter Size Conduit size

Phase
Wire Size
(per NEC)

Neutral
Wire Size
(per NEC)

Ground Wire
Size

Copper Copper
100 Amp 2" #2 #2 #4
200 Amp 2-1/2" #3/0 #1/0 #4
320 Amp 3" 500 MCM 500 MCM #1/0

NALG&W
Neutral

Conductor
NALG&W

Phase Conductor

NALG&W
Phase

Conductor

Neutral Bar

Grounding
Bar

Meter Socket

Automatic Transfer Switch

Main Circuit
Breaker

Phase Conductor

Neutral Conductor

Grounding Conductor

Conductors to interior panel

Grounding Electrode Conductor
to Two (2) 5/8" x 8'-0" Copper

Clad Ground Rods and Clamps.

Conductors and
Connections from

Generator not shown.

Load

Utility
Source

Connect
Grounding Electrode
Conductor to Neutral Bar

1. 8/20/25 ADDED GENERAL NOTE 3. WDG WDG
2. 12/19/25 ADDED GROUNDING FROM WDG WDG

METER SOCKET TO ATS.
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